
Our NonCrete bollard is the perfect replacement for traditional concrete bollards. 
It's lighter, safer and easier to install.

NonCrete
Polymer Bollard

Compatible with all foundation options
of our street bollard range.

Unit 6 Trident Drive, Wednesbury,
West Midlands.  WS10 7XB

0208 744 8201

www.tmp.solutions

Better for your budget

Easy to transport and install

No manual handling issues

Fully recyclable

Polymer that looks like concrete

Robust and lightweight just 3.5 kgs*

Ground socket - easy to replace and reinstall

Steel core - pedestrian and asset protection

Part of our versatile range of street furniture, the NonCrete bollard is designed for use in car parks, 
playgrounds, public spaces, along footpaths, or anywhere else you need to restrict vehicle access.

Compatibility
The whole of our street furniture bollard range has been designed with the option of 
our innovative LockSafe® system. This means our LockSafe® roots are directly 
compatible with industry standard sockets already in the ground. We have options for 
both round and square ground sockets. So there's no need to stay locked into your 
current supplier, when we could deliver significant design and cost advantages.



305 x 305 x 30mm
Baseplate
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Retrofit - Glasdon 
LockFast™ Socket

(”Square” Socket) Retrofit - Glasdon
Ground Socket

(”Round” Socket)

LockSafe-SQ Root LockSafe-R Root

Concrete-in Root
(Same root as LockSafe-SQ

but without the mechanism)

Bolt Down
(Surface Mounted)

(Flange Fixed)
Steel-Core

Secure 1400 x 140 x 5mm
mild steel insert

TMP  Socket
(For LockSafe-SQ root bollards)

Foundations

Material   Polyethylene
Colour    Faux concrete
Weight*    From 3.5kgs (concrete-in root)

Optional Banding  20mm at the base
   Red | White | Red & White  | Custom

Installation options  Steel-core  |  Bolt-down  |  Concrete-in root 
   LockSafe®- Root  |  LockSafe® Socket
   
 Recyclable   Yes
 Warranty    1 Year full manufacturers warranty

Our bollards can be installed in a 400/450mm wide by 400mm deep excavation using quick-setting concrete, e.g. Grade QC10, but the exact installation 
requirements should be assessed by a site survey. We recommend our LockSafe® socket is bedded on gravel to help drainage and alignment.

Note: It is important to avoid contact between the socket or bollard and hot tarmacadam as this will impair performance.

NonCrete Material:
Rotationally mounded using an advanced polyethylene, our NonCrete
bollards are durable, ultraviolet light resistant and easy to install.

What are the benefits over a traditional concrete bollard?
The key ingredient in traditional concrete bollards is cement, and the 
cement industry is responsible for around 7-8% of global carbon dioxide
emissions*.  There’s no cement in the NonCrete bollard.

Concrete bollards make a mess when they get hit. The the NonCrete won’t.

NonCrete is lighter and easier to both install and replace than concrete, 
therefore lowering risk of injury, time on site and costs.

*Source: (https://www.theguardian.com/business/2021/oct/12/cement-makers-across-world-pledge-large-cut-in-emissions-by-2030-co2-net-zero-2050
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Optional
20mm Reflective Band

We operate a policy of continuous product development and reserve the right to change or improve specification without prior notice. E & OE.
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